Aquanos Enabler

The Aguanos Enabler will be a multi-
purpose ROV and Light Construction
Vessel specially designed for operation
under severe weather conditions and
with high manoeuvrability and station
keeping capabilities.

AQUANOS

Due for delivery in 2010, the Aquanos Enabler will be
95 m in length, have a 20 m beam and will be fitted
with a 100 te Active Heave Compensated offshore crane.

To complement the vessel, the Aquanos Enabler will have
one Work Class and one Observation Class ROV onboard
to assist with operations.

The Aquanos Enabler will feature a working deck area
of 1000 m2 with 10 tonnes/m2, a working moonpool
of 6.5 m x 6.5 m and have a high standard of
accommodation for 69 persons in single and double
cabins.



Aquanos Enabler
Specifications

Main Particulars (Approx.)

Length overall: 94.9 m
Length between pp: 84.9m
Breadth moulded: 20.0 m
Depth main deck: 8.0m
Design draft midship: 5.9 m
Max. scantling draft midship: 6.7 m

Cargo deck area:
Deadweight:

1000 m2 free area - 10 tonnes/m2
4250 T at max. draught

Tank Capacities

Water ballast/drillwater (inc anti heeling): 2850 m3
Fuel oil: 1200 m3
Potable water: 1200 m3

Classification and Regulations

Det norske Veritas (DnV) with Classification and notations:
1A1, SF, EO, DYNPOS-AUTR (IMO DP II), DK (+), HL (2.8),
Clean Design, Comf-V(3), Naut-0SV or similar with other IACS
Classification Society

Option: Fire Fighter I

IMO/SOLAS, Oilrec

Performance
Service speed at 6.6 m to be approx 12-14 knots in calm weather
with clean hull, 100% on main propellers

Thrusters

2 x el. driven side thruster forward, 1200 kW each
1 x el. driven azimuth thruster forward, 880 kW
Fixed pitch propellers

Frequency controlled and water cooled drives

Roll Reduction System
3 x passive roll reduction tanks

Joystick
Joystick system for integrated manoeuvre control of azimuth
propellers and sidethrusters

Dynamic Positioning System

Dual redundant Kongsherg Dynamic Positioning System (AUTR/DP2)
1 x acoustic pos. units (HiPAP)

DGPS

Radius

MRUs
Tautwire systems

Navigation System
According to requirements
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Communication System
Communication equipment according to GMDSS requirements for
Area 3

Fire Fighting

2 x remote controlled monitors

2 X pumps

Capacity according to class requirement

Accommodation

Accommodation and equipment for 69 persons in 1, 2 and 4 man
cabins

Lounges, meeting rooms and offices on various decks

Hospital

Messroom with self serving area

Gymnasium

Locker rooms

Laundries

Main Machinery
4 x diesel engine driven generators: each approx 2200 kW

Main Propulsion

2 x Azimuth propellers with open fixed pitch propeller
Diameter: approx. 3200 mm

Power: approx. 2 x 2000 kW

Frequency controlled and water cooled drives

Helideck
Helideck for Sikorsky S-92
Rules: CAA CAP437

Safety Equipment
Fast Rescue Craft (FRC)
According to SOLAS

Deck Equipment

100 t AHC offshore knuckle-boom crane with 2000 m wire
Starboard side aux. knuckle-boom crane, 3.0 t/10 m

Port side aux. crane, 2.0 t/10 m

2 x tugger winches with 250 m wire

ROVs

1 x 150 HP Triton® XLX Work Class ROV with tether manager and
3000 m capable LARS

1 x Mohican enhanced Observation Class ROV with tether manager
and 2000 m capable LARS

ROV workshops and maintenance areas

Offices and meeting rooms for ROV operators

Air Dive Spread
Air dive spread to be included to support shallow water diving
operations
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